Removal and Installation of Transmission

Removal:

1 Disconnect the ground cable at the nega-
tive terminal of the battery; disconnect the
two reversing light switch cables atthe cable
connector (5) for the reversing light switch
(see Fig. 26—1/2), and remove the upper
fastening screw for the starter together-with
the ground cable.

2. Remove the spring clips (4) from the selector

rod and shift rod ball cup connectors at ihe
bearing (Fig. 26 —1/1).
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3. Use Special Wrench 0005890503 to re-
move the upper nuts fastening the clutch
housing to the engine (work from the engine
compartment side).

4. Detach the cover plate for the propeller
shaft intermediate bearing. Mark the posi-
tion of the bearing bracket on the chassis
base panel (5) and remove the two fixing
screws (4) for the bearing bracket (Fig.
26—1/3).
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5. Disconnect propeller shoft at the transmis-
sion; the shaft plate should not be discon-
nected wunless a new transmission is
installed.

Then push the propeller shaft o the rear.

Note: It is advisable to unscrew the pinion rim
grease fitting at the rear end of the slip
coupling in order that the air can escape
and the coupling can be easily telescoped.
Where later models are already provided
with a bore in the sealing plate o allow
superfluous air or grease to escape, the
grease fitting need not be detached (see
Job No. 41 —1, Fig. 41—1/7).
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6. Disconnect the flexible speedometer drive
at the transmission.

7. Detach the return spring at the clutch throw-
out fork and at the iransmission. Then, after
loosening the threaded bolt (1) press down
the turnbuckle together with the pull rod
(Fig. 26 —1/4).
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Detach the swivel support (10) from the
spring plate by removing the two hexagon
screws (Fig. 26 — 1/4).

Fig. 26—1/5
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8. Detach the exhaust suspension atthe mount-
ing plate (33) and the cover plate (39) for
the clutch housing (20) (Fig. 26 — 1/5).

9. Now remove all other screws from the
clutch housing, pull ihe iransmission to the
rear and remove downward.

Note: It is advisable to remove the clutch at the
same time and to give it an overall check
(see Job No. 25—1). Before the transmis-
sion is cleaned, the cluich bearing should be
removed to keep it absolutely clean.

The bearing does not require any mainte-
nance and should not under any circum-
stances be washed in gasoline. It should be
kept in a clean place until it is re-installed.

Caution: If transmissions are ordered as re-
placement paris they will no longer be
supplied together with the clutch housing.

Installation:

10. Install the transmission. The drive shaft
should be slightly greased before installa-
tion,

Note: When installing the transmission make
sure the selector and shift rods are not in
the way, since they may easily get bent.

Make sure that the two cylindrical pins are
properly seated.

11. Screw the cover plate to the cluich housing
and the exhaust suspension to the mount-
ing plate (33).

12. Attach the ground cable with the upper

fixing screw of the starter. (Pay attention to, -
the intermediate flange).

Connect the two cables for the reversing
light switch to the cable connector (5) (see
Fig. 26 —1/2). Then attachthe ground cable
to the negative terminal of the battery.

13. Attach the turnbuckle sor the clutch actua-
ting mechanism and the return spring. Con-
nect the speedometer drive to the trans-
mission.

14. Connect the propeller shaft to the trans-
mission, and cotter the castle nuts.

Note: Check that the shaft plate is correctly
positioned (see Job No. 41 —1).



15. Then attach the propeller shaft intermediate
bearing without forcing, noting the position

marked during the removal operohon (see
Fig. 26—1/3).

Note: When connecting the propeller shaft to
the transmission connect it first to the trus-
mission flange before attaching the propel-
ler shaft intermediate bearing.

16. Attach the ball cup connectors of the selec-
tor and shift rods and install the spring clips

17.

- 18.

19.

on the ball cup connectors (see Fig.
26—11).

Check the operation of the gear shift
mechanism. All gears must be easy to shift.
Always declutch when shifting individual
gears (see Job No. 27 —3).

Adjust the clutch pedal free play {see Job
No. 29 —3).

Check the fluid level in the transmission,
and if necessary correct.
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