F. Electrical Equipment

Designation Order or SA-No.or | For subsequent
Part No. KW-No. installation see
Two-tone extra-loud horn system (Bosch) Order according to | 10210 Job No. 54—15,
list of available Section B
ports
Three-tone disk-type 12 volt horn system (Bosch) Order according to | 10209 Job No. 54—15,
list of available Section C
parts
Plug for inspection lamp for connection to cigar lighter | 0005451228 55111 —
socket
Socket without inspection lamp (engine compartment) Order according to | 779/5—120| Job No. 54 —20
list of available
parts
Inspection lamp (clip-on type) 12 volt withbulb12V 5W | 00058307 19 779/3—120 —
Engine compartment light 12 volt Order according to | KW 5786/21 Job No.82—18
list of available
parts
Automatic glove locker light 11120 820 90 50 KW 5743/2| Job No. 68 —4,
Section C
300 watts generator Order according to | 10183 Job No. 01 —4,
list of available Section D
parts
Manual reguiator for battery charging ‘with vehicle | 12030008 30 10 229 Usually installed
standing (radio cars) by the manu-
. tacturers of the
Battery main switch (radio cars) 121 540 04 99 1021 radio sets
Lead-plate battery, tropical design 0005411201 1011311 —
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