1 Rear support

2 Rear hoiding cradie
3 Front holding cradle

Chassis Base Panel Gage
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13 Front support

6 Locking device for single-jointed axle 16 Crank handle
8 Adapter tube 970 mm long for Model 190 SL 17 Crank handle
9 Adapter tube 1220 mm long for Models 180, 180 D, 190 18 Lotch
10 Adapter tube 1390 mm long for Models 220a, 220 § 19 Latch
11 Adapter tube 1270 mm long for Model 220 CA 24 Locking screw

12 Adapter tube 1320 mm long for Model 219

Job No.

61—1

14 Holder for rear holding cradle and checking device
15 Holder for front holding cradle and checking device

The Chassis Base Panel Gage 120589 08 23 (Fig. 61 —1/1) is supplied by our Sindelfingen works
together with the following accessories:
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rear supports (1)

rear holding cradles (2)

front holding cradles (3)

rear checking devices (4) (see Fig. 61 —1/5)

front checking devices (5) (see Fig. 61 —1/6)

locking device for single-jointed rear axle (6)

locking device for twin-jointed rear axle (7) (see Fig. 61 —1/2)
adapter tube 970 mm long for Model 190 SL (8)

adapter tube 1220 mm long for Models 180, 180 D, 190 (9)
adapter tube 1390 mm long for Models 220 a, 220 S (10)
adapter tube 1270 mm long for Model 220 CA (11)
adapter tube 1320 mm long for Model 219 (12)

front support (13)

rear holders (14)

front holders (15)
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